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3. NETWORK SOLUTIONS

Dsy DS-NET
adapter
"e t P1-P2 F1-F2
B |
The ideal solution for " for mentorng ' _ﬂ
control and management Modem : °
up to 2,000 indoor units ]l pubic phone i
line
=\ T | |-y
I
i Malfunction
; -
| Y P1-P2 F1-F2
Max. of 10 DS-NET | L
adapters -
| ‘
APPLICATION AREA FUNCTIONS
- A small commercial area of less than 40 indoor units. - Schedule setup (Daily schedule)
- Critical applications for centralized monitoring. - Start/stop
- A/C malfunction report
SYSTEM LAYOUT - Send message to monitoring system
- Allows monitoring and control of up to up to 50 - Manual operation
stores or sites and 2,000 indoor units with just - Start/Stop, set temperature, operation
one modem and phone line. mode, fan speed
> Automates daily air conditioning operation - Status monitoring
in order to free users from the hassle of air - Start/Stop, set temperature,
conditioning operation/management. - Operation mode, room temperature,
> The daily schedule setting allows automatic operation time, error code

operation afterward.

> Automates alarm (report messages) for any
malfunctions/errors. Immediate report of any
indoor unit breakdown to the servicing company.

- Automatic report of breakdown/ malfunction
information.

- Minimizes the inconvenience of not having air
conditioning via rapid messages



network solutions

fntelli&ﬁ:ontroller

Allows detailed and easy monitoring and operation

of VRV systems (max. 2 x 64 control groups)

third party controller
(domotics, BMS, etc.)

|
Public line 1 Open Interface
AIRNET \ S —
Onboard | Ethernet

modem

.
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PPD (option) result Pi-port
Onboard
Ethernet port
Links to the wattmeter
when using the PPD

(option) function

Remote monitoring/control
- via internet, e-mail
NEW, PPD data is available on the internet
|

Fire alarm
| Forced OFF contact input ‘
DIII-NET | | | |
A - HRV
Indoor units

DIO unit
=

& Controls drain
] pump, lighting
- etc.

f

DIII-NET Allows monitoring/control
of up to 64 units (groups)

it

o]
DI unit

RS-232C =

Monitoring of room
enter/exit sign

¥ T I

DIII-NET PLUS '

adapter
Indoor unit HRV



LANGUAGES MONITORING
English, French, German, ltalian, Spanish = Visualisation via Graphical User Interface
(GuI)
SYSTEM LAYOUT - lcon colour display change function
- Up to 2 x 64 indoor units can be controlled = Indoor units operation mode
- Onboard Ethernet port (web browser & e-mail) > Error messages via e-mail & mobile phone
- Digital i/o contacts (option) (option)
= Touch panel (full colour LCD via icon display) - Indication filter replacement
= Multi PC
MANAGEMENT
> Web application & internet compatibility CoST PERFORMANCE
- Monitoring & control according to user - Labour saving
- Remote monitoring & control of more than - Easy installation
one building > Compact design: limited installation space
- Remote monitoring & control of more than - Overall energy saving
one building via internet
> Power Proportional Distribution (option) OPEN INTERFACE
rNEV\L - PPD data is available on the internet - Communication to any third party controller
- Easy management of electricity consumption (domotics, BMS, etc.) is possible via open
- Enhanced history function interface.
CoNTROL CONNECTABLE TO
= Individual control (set point, start / stop, fan > VRV
speed) (max. 2 x 64 indoor units/groups) <> HRV
- Schedule control (8 schedules, 17 patterns) - Sky Air (via interface adapter)
- Flexible grouping in zones = Split (via interface adapter)
- Yearly schedule
- Fire emergency stop control
- Interlocking control
= Increased HRV monitoring and control function
> Automatic cooling/heating changeover
- Quick selection and full control
- Simple navigation
- Heating optimization
- Temperature limit
> Password security: 3 levels

(general, administration & service)




network solutions

Tntelligent Manager 0

The ideal solution for control and
management of maximum 1,024
VRV indoor units

SYSTEM LAYOUT

- Up to 1,024 indoor units can
be controlled (by 4 iPUs)

- Ethernet TCPIP/ 10 base /
T communication

- Integrated digital contacts on
the Intelligent Processing Unit
(iPU)
¢ 19 general input ports
¢ 2 digital outputs

- Stand alone operation of the
iPU for minimum 48 hours

- Compatible with UPS
shutdown software

MANAGEMENT

> Web access function (option)

- Power Proportional
Distribution (option)

- Operational history
management (start/stop,
malfunction, operation hours)

- Generation of reports
(graphics & tables) (daily,
weekly, monthly)

- Peak load shedding

- Advanced tenant
management

- Sliding temperature

- Eco mode (option)

S

.
NEW,

Intranet/Internet

()

Web Access

DAM602B51/52

>4

Web Access
~ -1
_1_-_
)

Malfunction report

by E-Mail
Air Conditioning
Network Service System
(Via Internet) (Optional Maintenance Service)
Ai unit
DIII-NET
— |

DIII-NET

2

Power supply facility
- Elevator

Dio unit

ETHERNET

iy
6

Fire alarm  Electricity

=

i

Measurement

& control

CONTROL

- Individual control
(setpoint, start/stop, fan speed)
(max. 1,024 indoor units)

- Group control (100 groups)

= Schedule control
(128 programs)

- Fire emergency stop control
(32 programs)

= Interlocking control

- Setpoint limitation

- Automatic cooling heating
changeover

- Power failure/release control

> Temperature limit
(automatic start)

- Timer extension

-
- !

L]

i

\ - 3

= 0

Local monitoring

Daikin Central
. Air Conditioning System

VRV System
= .
- g it —

MONITORING

>

N2 ZEEUZ 2 7

Visualisation via a Graphical
User Interface (GUI) featuring
free layout

Operation mode of indoor &
outdoor units

Fault indication

Indication filter replacement
Setpoint indication
Operation time monitoring
Multi PC

On-line help
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DMS504B51

LonTalk

Local Control EI D

VRV
Outdoor unit

DIlI- NET

ETHERNET (TCP/IP)

LonTalk [
------
Remote Control
| LonPoint | | LonPoint |
DAIKIN A/C INFRASTRUCTURE
any
]

Security

Fire alarm

System

SMS-IF

LonWorkse Networks Compatible Gateway

- Interface for connection to LoNVWoORKse
networks

Communication via Lone protocol
(twisted pair wire)

64 units connectable per DMS-IF
Unlimited site size

Quick and easy installation

>

v

DMS502A51

BACnet Gateway

Integrated control system connecting
VRV system with BMS system

- PPD data is available on BMS-
system

Interface for BMS system
Communication via BACnet
protocol (connection via Ethernet)
256 units connectable per BACnet

BACNET / ETHERNET

gateway
Unlimited site size
Easy and fast installation

DIll- NET
Local Control Q

VRV

Outdoor unit
HRV m s 1

w — e
DAIKIN A/C INFRASTRUCTURE n-
Remote Control
— |

@

i

&

Fire alarm Security Power supply facility
LM 1 ﬂ
Pump Lighting Elevator

"I
I

[ |
]

ot
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4. ACCESSORIES
¢ INDIVIDUAL CONTROL SYSTEMS
DESCRIPTION | FXFQ FXzZQ FXCQ FXKQ FXDQ | FXDQ-N = FXSQ FXMQ @ FXUQ FXHQ FXAQ FXLQ FXNQ
Wired remote control [ BRC1DS2
fared remote contol cooling only ‘ BRC7F533 | BRCTES3T | BRC7C67 | BRCAC63 | BRCACG4 | BRCACo4 | BRCAC64 | BRCAC64 | BRC7C529 « BRC7EG6 | BRC7E6T9 | BRCACG4 | BRCACH4
heat pump ‘ BRC7FS32 | BRCTES30 | BRC7C62 | BRCACG! | BRCAC62 | BRCAC62 | BRC4C62 | BRC4C62 | BRC7C528 | BRC7EG3 | BRC7E618 = BRCAC62 | BRC4C62
Simplified remote control ‘ - - - - BRC2C51 | BRC2CST | BRC2CS1 | BRC2CST - - - BRC2(51 | BRC2CS!
Simplified remote control for hotel use ‘ BRC3A6T  BRC3A6T | BRC3A6T | BRC3A6! BRC3A6T | BRC3AG!
e CENTRALISED CONTROL SYSTEMS
DESCRIPTION | FXFQ FXZQ = FXCQ | FXKQ | FXDQ FXDQ-N FXSQ | FXMQ FXUQ @ FXHQ @ FXAQ & FXLQ @ FXNQ
Centralised remote control | DCS302051
Unified ON/OFF control | DCS301851
Schedle timer | DST301B51
e OTHERS
DESCRIPTION FXFQ FXZQ FXCQ FXKQ FXDQ FXDQ-N FXSQ FXMQ FXUQ FXHQ FXAQ FXLQ FXNQ
Wiing adapter KRP1B57*1 - KRPIB6T | KRPIBGT | KRPIBSG - KRPIBET | KRPAASY | KRPIB KRPIBGT | KRPIBI
Wiring adapter (hour meter) EKRP1CI1™ EKRP1B2 - EKRP1B22 - EKRP1B2 - - - - -
Wiring adapter for electrical appendices (1) KRP2A526*1 | KRP2AD26™ | KRP2AST6" | KRP2A6T | KRP2AS16 | KRP2AD3 | KRP2AS16 | KRP2AG! KRP2AG2* | KRP2AST | KRP2AST | KRP2AS!
Wiring adapter for electrical appendices (2) KRPAAAS3*1 | KRPAAS36*1 | KRPAAST6™T | KRPAAST | KRPAAST6 | KRPAASA | KRPAAST6 | KRPAAS! KRPAASZ* | KRPAAST | KRPAAST | KRP4AS!
Remote sensor KRCS01-4 KRCSO1-1
Installation box for adapter PCB KRP1H98 | KRP1BA10T | KRP1B9673/4 KRP1BA101 KRP1B97 | KRP1(93*3 | KRPAA93™3/4 -
Flectrical box with earth terminal (3 blocks) - KIB311A
Electrical box with earth terminal (2 blocks) KIB212AA KIB212A
Noise filter (for electromagnetic interface only) - KEK26-1A
External control adapter DTAT04A52 DTAT104A51%1| DTAT04A61 | DTA104A51 | DTA104A53 | DTA104A51 | DTA104A61 DTA104A62 | DTAT04A51 | DTAT04A61 | DTAT04A61
Interface adapter for Sky Air series - - - - - - DTA102A52 - - -
Connector for forced on/forced off - - EKRORO -
Notes: « *1: Installation box is required « *2: Fixing box is KRP1A90 « *3: Up to 2 adapters can be fixed per installation box  *4: Only 1 installation box can be installed per indoor unit
- DS -net
DESCRIPTION | REFERENCE COMMENTS
DS-net adapter | DTAT13851 4 units can be connected per adapter, 40 units when 10 adapters are connected
Software | DPCO01B1-B51 Monitoring panel software

. fntelligsifController

DESCRIPTION REFERENCE COMMENTS
Intelligent Touch Controller DCS601C51 2464 units can be connected
Software DCS002C51 Power Proportional Distribution (PPD) software
DCS004A1 E-mail / Web software
Hardware DCSE01A52 DIll NET-Plus adapter
Installation box KIB411A For wall mounted installation
Touch-Pen 1264009 Spare part n° of Touch-Pen for Inteligent Touch Controller
KRP928A2S For connection to Spit units
Interface adapters DTA102A52 For connection to R-22 / R-407C Sky Air units
DTAT12851 For connection to R-410A Sky Air units
Digital input DEC101B51 Input contacts: 16 paints
Digital input/output DEC102B51 Input contacts: 8 points; output contacts: 4 points
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. ‘intelligent Manager

DESCRIPTION | REFERENCE COMMENTS
elient Pocessig unit DAM602851 256 indoor units per IPU
DAM602852 128 indoor units per IPU
Software [M3XX Up to 1,024 indoor units
KRP928A2S For connection to Split units
Interface adapters DTA102A52 For connection to R-407C/R-22 Sky Air units
DTAT12851 For connection to R-410A Sky Air units
DI A DAM101A51 Qutcoor temperature sensor
Digital input DEC101B51 Input contacts: 16 points
Digital input/output DEC102851 Input contacts: 8 points; output contacts: 4 points
. GMS-IF
DESCRIPTION | REFERENCE COMMENTS
LonWorks® networks compatible Gateway | DIVIS504B51 Up to 64 units can be connected per DMS-IF
KRP928A2S For connection to Split units
Interface adapters DTAT02A52 For connection to R-407C/R-22 Sky A units
DTA112851 For connection to R-410A Sky Air units

- BACnet Cateway

DESCRIPTION | REFERENCE COMMENTS
BACnet Gateway | DIVIS502851 64 units per Gateway
DIl board | DAMA411B51 Extension of 3 x Dill ines (3 x 64) indoor units
Digtal inputioutput | DAM412851 For forced shutdown
KRP928A2S For connection to Spit units
Interface adapters ) DTA102A52 For connection to R-407C/R-22 Sky Air units
DTAT12851 For connection to R-410A Sky Air units

e BMS: BUILDING MANAGEMENT SYSTEM

DESCRIPTION REFERENCE COMMENTS
Parallel interface - Basic unit DPF201A51 enables ON/OFF command, operation and display of malfunction can be used in combination with up to 4 units.
| Temperature measurement unis DPF201AS2 enables temperature measurement output for 4 groups; 0~ 5VDCo
g Temperature setting units DPF201A53 enables temperature setting input for 16 groups; 0~ 5VDC»
% Unification adapter for computerised control DCS302A52 used for combining of air conditioning control computer and central remote controller (ON/OFF, display)
g KRP2A51
= | Wiring adapter for electrical appendices (1) @ AEZ simultaneously controls air conditioning control computer and up to 64 groups of indoor units.
Wiring adapter for electrical appendices (2) KRP4AS1-53 to control the group of indoor units collectively, which are connected by the transmission wiring of remote controllr.
DTAT04A51
Extemnal control adapter for outdoor unit DAl gj A:Z cooling/heating made change over, demand control and low noise control are available between the plural outdoor units.
Dllnet exoander adanter DTAT09A51 a maximum of 10 outdoors or 128 indoors can be connected to 1 DTA109A51
’ ? a maximum of 8 DTAT09A51 can be connected to Dill-net
Mounting kit KRP4A92 for easy installation of the DTA109A51
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Tel 0845 6419000 Fax 0845 6419109

www.daikin.co.uk

Daikin Europe N.V. is approved by LRQA for its Quality

Manjgedm{esrg;gg';em o .accordanclef i e EOE di Daikin units comply with the European regulations that
standard. pertains to quality assurance regarding guarantee the safety of the product

design, development, manufacturing as well as to services

related to the product.
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. 15014001 assures an effective environmental management [TE YT
E .
“ system in order to help protect human health and the ﬂ
environment from the potential impact of our activities, it VRV products are not within the scope of the Eurovent
SR products and services and to assist in maintaining and certification programme.

improving the quality of the environment.
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Daikin products are distributed by:
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